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@ | 080 | 100 | 115 | 120 | 125 | 130 | 150 | 160 | 180 | 200 | 225 | 250 | 300 | 350 | 400 | 450 | 500 | 550 | 600
A 78 98 113 | 118 | 123 | 128 | 148 | 158 | 178 | 198 | 223 | 248 | 298 | 348 | 398 | 448 | 498 | 548 | 598
B 130 | 150 | 165 | 170 | 245 | 180 | 200 | 210 | 230 | 250 | 275 | 300 | 350 | 400 | 450 | 500 | 550 | 600 | 650
C 200 | 220 | 235 | 240 | 290 | 250 | 270 | 280 | 300 | 320 | 345 | 370 | 420 | 470 | 520 | 570 | 620 | 670 | 720
D 245 | 265 | 280 | 285 | 310 | 295 | 315 | 325 | 345 | 365 | 390 | 415 | 465 | 515 | 565 | 615 | 665 | 715 | 765
E 265 | 285 | 300 | 305 | 335 | 315 | 335 | 345 | 365 | 385 | 410 | 435 | 485 | 535 | 585 | 635 | 685 | 735 | 785
F 278 293 313 | 334 | 364 | 374 | 384 | 394 | 404
| 160 | 180 | 195 | 200 | 205 | 210 | 230 | 240 | 260 | 280 | 305 | 330 | 380 430 480 | 530 | 580 | 630 | 680
kg 1,7 1,9 | 21 2,1 22 122 |25 |26 | 28 3 34 | 3,7 | 45 69 |78 |88 | 98 (10,8
notes: |
ENCD DIN ISO 13920 Tolerances B sca e.
T jeremias |
mm,
9 CHIMNEY SYSTEMS format
date name |**“™" End cap and bonnet and grid Ad
drawn by 27.03.24 HSA sheet
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